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FEATURES  

• Coated direct thermal 4.0mil polypropylene tag 

• Provides excellent resistance to water, abrasion 

and smearing 

• 10 year archivability 

• Available in white (68146RM) 

MATERIAL CONSTRUCTION 

Component Description Caliper 

Facestock 
Direct thermal coated 
polypropylene 

4.0mil 

TOTAL ± 10% 4.0mil 

 

TEMPERATURE PERFORMANCE 

Minimum 
Application 

Temperature 
Service 

Temperature 

Optimal 
Storage 

Conditions 

NA 
-40° F to 140° F 
(-40° C to 60° C) 

72° F (22° C) 
at 50% RH 

EXPECTED EXTERIOR LIFE 

Not recommended for outdoor use 

CHEMICAL RESISTANCE 

      Chemical Direct Thermal 
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Blood  

Body Fluid  

Salt Water  

Water  

Window Cleaner  
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 Alcohol NR 

Ammonia NR 

Bleach NR 

IPA NR 
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 Gasoline NR 

Grease NR 

Oil NR 
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Acetone NR 

IR Reflow NR 

MEK NR 

TCE NR 

Xylene NR 

 
 Recommended  Test in Your Application NR Not Recommended 

SUGGESTED 
APPLICATIONS 

 

• Ticketing 

 

 

 

• Mobile workforce 

 

 

 

• Work in process  

 

 

 

• Archival use  
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